
Materiāla Nr.
Nosaukums Konstrukciju grupa Ierīce

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/14 CX 200V 60Hz *JP 
(1.174-210.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/14 CX 200V 50Hz *JP 
(1.174-209.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/14 C 200V 60Hz *JP 
(1.174-208.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/14 C 200V 50Hz *JP 
(1.174-207.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 798 CSX ECO *EU 
(1.174-622.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 798C-FLAMM *EU 
(1.174-113.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/15 C *JP 50Hz (1.174-
312.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/15 C *JP 60Hz (1.174-
313.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17 C *EU-II (1.174-
314.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17 C Classic *KAP 
(1.174-315.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17 C *EU-II (1.174-
310.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 8/17 c (1.174-309.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17 -4M *AU (1.077-
606.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 8/17 C (1.174-311.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 798 CSX ECO *EU 
(1.174-621.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 798 CSX *JP (1.174-
308.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 798 C *JP (1.174-108.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 798 C *AU (1.174-103.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 798 C *GB (1.174-104.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 798 C *EU (1.174-101.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 796 CW *JP (1.173-
114.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 798 C *EU (1.174-102.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 798 C *JP (1.174-107.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 798 C *VEX (1.174-110.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 798 CSX *EU (1.174-
301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 798 CSX *JP (1.174-
307.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 798 CSX *EU (1.174-
302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 798 C ECO *KAP (1.174-
610.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 798 C ECO *EU (1.174-
602.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 798 C ECO *EU (1.174-
601.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17 C Classic *KAP 
(1.174-316.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 8/17 CX (1.174-321.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4 C *EU-II (1.174-
220.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4 C Basic *EU-I 
(1.174-227.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 8/18-4 C (1.174-218.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 8/18-4 C (1.174-211.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18 -4CX *EU-I (1.174-
221.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18 4C Classic *KAP 
(1.174-212.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4 C Classic *EU-I 
(1.174-232.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4 C Classic *EU-I 
(1.174-223.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4 M *EU-II (1.077-
610.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4 MX *EU-I (1.077-
650.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4 M *EU-II (1.077-
605.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 8/18-4 M (1.077-609.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4 C Classic *KAP 
(1.174-219.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4 CX *EU-I (1.174-
226.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18 -4C Basic *EU 
(1.174-217.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17-4MX 60Hz *JP 
(1.077-853.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 8/17-4M (1.077-601.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17-4M (50Hz) *JP 
(1.077-803.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17-4 MX *JP (1.077-
854.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17-4 MX *JP (1.077-
855.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17 CX *EU-I (1.174-
320.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17-4 M *AU (1.077-
608.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17-4M (50Hz) *JP 
(1.077-811.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17-4M (60Hz) *JP 
(1.077-804.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 8/17-4MX (1.077-651.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17-4MX 50Hz *JP 
(1.077-852.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17-4M Classic *KAP 
(1.077-602.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17-4M Classic *EU 
(1.077-603.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/17-4M (60Hz) *JP 
(1.077-812.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 796 CW *JP (1.173-
115.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 745 M ECO *GB (1.026-
346.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/11-4M Classic *KAP 
(1.077-406.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/12-4 M *AU (1.077-
413.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/11-4 M Classic *KAP 
(1.077-415.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/10-4 MX *GB (1.077-
414.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/10-4 M *GB (1.077-
411.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/10-4 M *GB (1.077-
402.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/12-4 M *EU-I (1.077-
410.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/12-4 M Classic *EU-I 
(1.077-416.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/12-4MX *EU (1.077-
451.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/13 C 200V 50Hz *JP 
(1.173-207.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/12-4M Classic *EU-I 
(1.077-407.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/12-4M *AU (1.077-
404.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/12-4 MX *EU (1.077-
450.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 7/12-4M (1.077-401.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/10 4MX *GB (1.077-
405.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 CSX Premium 
(1.173-304.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 C ECO *KAP (1.173-
610.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 C ECO *AR (1.173-
613.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 C ECO *EU (1.173-
602.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 C ECO *EU (1.173-
601.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 698 C *EU (1.173-101.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 698 C *VEX (1.173-110.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 C Eco Plus *EU 
(1.173-603.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 C-FLAMM *SE 
(1.173-112.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 CSX PLUS*FI 
(1.173-309.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 CSX Premium 
(1.173-303.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 CSX ECO *EU 
(1.173-621.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 CSX ECO *EU 
(1.173-622.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 CSX *EU (1.173-
302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 698 CSX *EU (1.173-
301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/13 C 200V 60Hz *JP 
(1.173-208.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 7/16 C (1.173-211.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 *AU (1.026-343.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 *AU (1.026-343.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 *AU (1.026-343.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 (1.026-344.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 (1.026-344.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 (1.026-344.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 *GB (1.026-342.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 *GB (1.026-342.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 745 M ECO *AU (1.026-
347.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 745 M ECO *GB (1.026-
345.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 *GB (1.026-341.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 *GB (1.026-341.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 *GB (1.026-342.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 745 *GB (1.026-341.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/9-4 M *GB (1.077-
412.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 7/9 4M *GB (1.077-403.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/16 C Classic *EU 
(1.173-214.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/16 C Classic *EU-I 
(1.173-222.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/16 C Classic *AR 
(1.173-219.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/16 C *EU-II (1.173-
213.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 7/16 c (1.173-216.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/16 C *EU-II (1.173-
217.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/16 C Classic *KAP 
(1.173-212.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/16 C Classic *KAP 
(1.173-218.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/16-4C Basic *EU-I 
(1.174-215.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/16C Classic *AR 
(1.173-215.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/16-4 C Basic *EU-I 
(1.174-224.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 7/16 CX *EU-I (1.173-
220.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 7/16 CX (1.173-221.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4C *EU-II (1.174-
213.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4C Classic *EU 
(1.174-214.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 995 *AU (1.027-332.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 995 *AU (1.027-332.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 995 *AU (1.027-332.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 945 *CA (1.027-335.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 945 *CA (1.027-335.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 945 *CA (1.027-335.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 995 *EU (1.027-331.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 995 *EU (1.027-331.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 995 -4M ECO *NO 
(1.027-358.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 995 M ECO *AU (1.027-
345.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 995 *EU (1.027-330.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 995 *EU (1.027-330.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 995 *EU (1.027-331.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 995 *EU (1.027-330.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 945 (1.027-336.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 945 (1.027-336.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/18-4 M Classic *EU-I 
(1.077-816.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/18-4 M Classic *KAP 
(1.077-815.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/18-4 M Classic *AR 
(1.077-814.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 9/18-4M (1.077-810.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/17-4 CX *EU-I (1.174-
228.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/17-4CX *EU-I (1.174-
222.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/18-4 M V2A *EU-I 
(1.077-813.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 9/18-4MX (1.077-850.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 9/18-4MX (1.077-851.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 945 (1.027-336.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/18-4M V2A *EU-I 
(1.077-805.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/18-4M Classic *AR 
(1.077-806.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 9/18-4M (1.077-801.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/18-4M *NO (1.077-
802.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 995 M ECO *EU-I (1.027-
343.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 995 M ECO*EU-II (1.027-
344.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS Super MX ECO (1.025-
364.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS Super MX ECO*EU-II 
(1.025-365.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER MX ECO 
TROST*EU (1.025-366.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER M ECO 200V 
60Hz*JP (1.025-350.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER M ECO *EU-II 
(1.025-346.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER M ECO 200V 
50Hz*JP (1.025-349.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS Super SX *EU (1.025-
361.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS Super SX *EU (1.025-
361.0)

6.362-
853.0

Gredzenblīve 4,47x1,78
Spare parts set pump 
set (2.884-215.0)

HD 2500 MTD (1.194-114.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HD 2600 DK (1.194-122.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HD 2500 MTD (1.194-114.0)

6.362-
853.0

Gredzenblīve 4,47x1,78
Spare parts set pump 
set (2.884-215.0)

HD 2500 G (1.194-112.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS Super SX *EU (1.025-
361.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HD 2500 G (1.194-112.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER M ECO *EU-I 
(1.025-345.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER *EU-II (1.025-
342.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 995 SX *EU (1.027-
341.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 995 SX *EU (1.027-
341.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 995 SX *EU (1.027-
340.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 995 SX *EU (1.027-
340.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 995 MX ECO*EU-I 
(1.027-346.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 995 SX *EU (1.027-
340.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 995 SX *EU (1.027-
341.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER *AU (1.025-
343.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER *VEX (1.025-
392.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER *VEX (1.025-
392.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER *VEX (1.025-
392.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER *AU (1.025-
343.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS SUPER *AU (1.025-
343.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/17-4 C Farmer *EU-I 
(1.174-233.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/17-4 C Classic *EU 
(1.174-229.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 M ECO*EU-II (1.027-
316.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 MX ECO*EU-I 
(1.027-323.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 M ECO +V2A 
Trommel *EU (1.027-325.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 M ECO *EU (1.027-
315.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 M ECO 180-240V 
60Hz *JP (1.027-515.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 M ECO *KAP (1.027-
317.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 MX ECO*EU-II 
(1.027-324.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S (1.027-306.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *AU (1.027-305.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *BR (1.027-313.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *AU (1.027-305.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *AU (1.027-305.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S (1.027-306.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S (1.027-306.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 M ECO 180-240V 
50Hz *JP (1.027-514.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 M ECO *GB (1.027-
318.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/9 C 60Hz *JP (1.169-
215.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 845 -4M Basic -EU-I 
(1.027-504.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/9 C 50Hz *JP (1.169-
214.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4MX *EU (1.077-
652.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 8/18-4m (1.077-604.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 8/18-4M Plus Sochi *EU I 
(1.077-611.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 850-4 M Basic (1.027-
502.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 850-4M Super *KAP 
(1.027-361.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 4M ECO *AR (1.027-
328.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 4M Eco *AU (1.027-
329.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 -4M *CY (1.027-
327.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 *BNL (1.027-326.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 850-4MX Super *EU-I 
(1.027-360.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *BR (1.027-313.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *BR (1.027-313.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 SX *EU (1.027-
320.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 SX *EU (1.027-
320.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 SX *EU (1.027-
320.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 S V2A *EU (1.027-
314.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 S V2A *EU (1.027-
314.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 S V2A *EU (1.027-
314.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 SX *EU (1.027-
321.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 SX *EU (1.027-
321.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/17-4 C Basic *EU 
(1.174-216.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/17-4 C Basic *EU 
(1.174-225.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 9/17-4 C *EU-II (1.174-
231.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895M ECO V2A *EU 
(1.027-322.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 SX *EU (1.027-
321.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895-4M ECO *PL (1.027-
503.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 S FLAMM *EU 
(1.027-312.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 S FLAMM *EU 
(1.027-312.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *EU (1.027-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *EU (1.027-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *EU (1.027-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *EU (1.027-302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *EU (1.027-302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *EU (1.027-302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *GB (1.027-307.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *GB (1.027-307.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *VEX (1.027-304.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 895 S FLAMM *EU 
(1.027-312.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *VEX (1.027-304.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *VEX (1.027-304.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 895 S *GB (1.027-307.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 698 C *JP (1.173-107.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 698 C *JP (1.173-108.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18 -4S *EU-II (1.071-
602.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18 -4S ADE *EU-I 
(1.071-604.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 12/18 -4S (1.071-601.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 SX ECO*EU-I 
(1.028-353.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 SX *EU-II (1.028-
352.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 SX ECO *EU-II 
(1.028-354.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18 -4S Classic *EU-I 
(1.071-607.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18 -4S Classic *KAP 
(1.071-606.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18 4S *GB (1.071-
605.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18-4 S *AU (1.071-
622.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18 4S *AU (1.071-
603.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18 -4SX ADE *EU-I 
(1.071-654.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 12/18 -4SX (1.071-651.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18 -4SX *NO (1.071-
653.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 SX *EU-II (1.028-
352.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 SX *EU-II (1.028-
352.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *AR (1.028-335.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *AR (1.028-335.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *AR (1.028-335.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *EU-II (1.028-336.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *EU-II (1.028-336.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *EU-II (1.028-336.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 4M Eco *AU (1.028-
343.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 S ECO *GB (1.028-
339.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 SX *EU-I (1.028-
351.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 SX *EU-I (1.028-
351.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 SX *EU-I (1.028-
351.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 S ECO*EU-II 
(1.028-338.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 S ECO *KAP 
(1.028-340.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1195 S ECO (1.028-
337.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 12/18-4 (1.071-620.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18-4 S *EU-II (1.071-
621.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 S ECO*EU-I (1.028-
307.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 S ECO*EU-II 
(1.028-308.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 S ECO *AU (1.028-
309.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 -4SX ECO LL*EU-I 
(1.028-324.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1295 *EU-II (1.028-302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 -4S ECO LL*EU-I 
(1.028-311.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 SX *EU (1.028-
321.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 SX *EU (1.028-
321.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 SX Eco*EU-I 
(1.028-323.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295-FLAMM*EU-I 
(1.028-306.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 SX *EU (1.028-
320.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 SX *EU (1.028-
320.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 SX *EU (1.028-
321.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295 SX *EU (1.028-
320.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1295 *EU-II (1.028-302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1295 *EU-II (1.028-302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18-4 SX *NO (1.071-
652.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18-4 SX EU-I (1.071-
650.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18-4 S Classic *KAP 
(1.071-624.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18-4 S Classic *EU-I 
(1.071-629.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18-4 S *GB (1.071-
623.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18-4 S Classic *AR 
(1.071-627.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 12/18-4S Classic *AR 
(1.071-610.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1295 *AU (1.028-303.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1295 *EU-I (1.028-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1295 *EU-I (1.028-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1295 *EU-I (1.028-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1295 *AU (1.028-303.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1295 *AU (1.028-303.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *EU-I (1.028-333.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *EU-I (1.028-333.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 10/20 -4M (1.071-401.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20 -4M *AU (1.071-
404.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/19-4M(50Hz)*JP 
(1.071-410.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/19-4M (60HZ)*JP 
(1.071-411.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/19-4 M *JP (1.071-
430.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/19-4 M *JP (1.071-
429.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20 -4M *GB (1.071-
403.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20 -4M *EU-II (1.071-
402.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20-4 M *AU (1.071-
423.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 10/20 -4M (1.071-420.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20 -4MX *NO (1.071-
452.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 10/20 -4MX (1.071-451.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20 -4M CLASSIC 
(1.071-406.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20 -4M Classic *KAP 
(1.071-405.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS -E 8/16-4 M 36kW *EU-I 
(1.030-254.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS -E 8/16-4 M 24KW *GB 
(1.030-251.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Jet pipe T037 Adapter B (4.762-062.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head FT 1000 TS *EU (1.027-311.0)

6.362-
853.0

Gredzenblīve 4,47x1,78
Spare parts set pump 
set (2.884-215.0)

G 3000 OH (1.194-509.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head G 3000 OH (1.194-509.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head G 2800 OH (1.194-510.0)

6.362-
853.0

Gredzenblīve 4,47x1,78
Spare parts set pump 
set (2.884-215.0)

G 2800 OH (1.194-510.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head FT 1000 TS *EU (1.027-311.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head FT 1000 TS *EU (1.027-311.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS -E 8/16-4 M 12KW *GB 
(1.030-201.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS -E 8/16-4 M 24KW *EU-I 
(1.030-250.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS -E 8/16-4 M 12KW *EU-I 
(1.030-200.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HD 713 WMTEC (1.174-230.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head H 2600 *EU (1.174-501.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20-4 M *EU-II (1.071-
421.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20-4 M *GB (1.071-
422.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 (1.028-332.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 (1.028-332.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1155 M ECO *CA (1.027-
342.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1150 -4S Basic *EU-I 
(1.028-355.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 11/18-4 S Basic *EU-II 
(1.071-630.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 11/18-4S Basic *EU-I 
(1.071-611.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 (1.028-332.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *GB (1.028-331.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *VEX (1.028-334.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *EU-I (1.028-333.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *VEX (1.028-334.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *VEX (1.028-334.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *GB (1.028-331.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1195 *GB (1.028-331.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 11/18-4 S Basic *EU-I 
(1.071-628.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1055 *CA (1.027-339.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20-4MX Plus *EU 
(1.071-455.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1000 (1.027-337.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20-4 MX *NO (1.071-
457.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 10/20 -4MX (1.071-456.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20-4 M Classic *EU-I 
(1.071-425.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 10/20-4 M Classic *KAP 
(1.071-424.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1000 (1.027-337.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1000 (1.027-337.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1055 *CA (1.027-339.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1055 *CA (1.027-339.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1055 (1.027-338.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1055 (1.027-338.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 1055 (1.027-338.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295-FLAMM*EU-I 
(1.028-306.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 1295-FLAMM*EU-I 
(1.028-306.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 655 *VEX (1.026-302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 655 *VEX (1.026-302.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 655 *VEX (1.026-302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 655 *EU (1.026-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 655 *EU (1.026-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 655 *EU (1.026-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 655 M ECO *EU (1.026-
303.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 655 M ECO *KAP (1.026-
304.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 M ECO *KAP (1.025-
312.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 M ECO*EU-II (1.025-
311.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 M ECO *EU (1.025-
315.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 L 180-240V 60HZ 
*JP (1.025-324.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 -4M ECO *NO 
(1.025-325.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 L 180-240V 50HZ 
*JP (1.025-320.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 650 4M BASIC*EU-I 
(1.025-351.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 645-4 M Basic *GB 
(1.026-348.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 6/14 CX (1.169-221.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 6/14 CX *EU (1.169-
220.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 6/14 C Classic *KAP 
(1.169-217.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 6/14 C Classic *KAP 
(1.169-223.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 6/14 C Classic *EU 
(1.169-225.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 6/14 C Classic *EU 
(1.169-212.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 6/14-4 C (1.170-211.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 6/14-4 C *EU (1.170-
210.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 601 C ECO *GB (1.170-
611.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 601 C ECO *GB (1.170-
604.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 601 C *GB (1.170-111.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 601 C *GB (1.170-104.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 6/14-4 CX (1.170-221.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 6/14-4 CX *EU (1.170-
220.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 MX ECO*EU-I 
(1.025-316.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 695 S *EU (1.025-302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 SX *EU-I (1.025-
321.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 SX ECO*EU-I (1.025-
309.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 SX *EU-I (1.025-
321.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 SX *EU-I (1.025-
321.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 S FLAMM *NO 
(1.025-306.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 S FLAMM *NO 
(1.025-306.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 SX ECO*EU-I (1.025-
309.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 SX ECO*EU-I (1.025-
309.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 698 C *BR (1.173-116.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 698 C *EU (1.173-102.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 698 C (1.173-113.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695MX ECO*EU-II 
(1.025-317.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 T 180-240V 50HZ 
*JP (1.025-318.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 T 180-240V 60HZ 
*JP (1.025-319.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 S FLAMM *NO 
(1.025-306.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 S ECO *EU (1.025-
308.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 695 S (1.025-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 695 S *VEX (1.025-303.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 695 S (1.025-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 695 S (1.025-301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 695 S *EU (1.025-302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 695 S *EU (1.025-302.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 695 S *VEX (1.025-303.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 695 S *VEX (1.025-303.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 S ECO *EU (1.025-
308.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 S ECO *EU (1.025-
308.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 S CAMPAIGN 
(1.025-307.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 S CAMPAIGN 
(1.025-307.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 695 S CAMPAIGN 
(1.025-307.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 6/14 C *EU (1.169-200.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 6/14 C *AU (1.169-218.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 3.5/23 -4M Eg (1.071-
407.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 3.5/23 -4M Eg (1.027-
356.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 3.0/20C Ea (1.170-612.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 3.0/20 C Ea (1.170-616.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 2.3/12C Ed (1.170-606.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 2.3/13C Ed (1.170-605.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 3.5/23-4 M Eg (1.071-
426.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 3.5/30 -4M Ea (1.071-
412.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 4.0/20-4 M Ea (1.071-
427.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 4.5/19 -4M Eg (1.027-
357.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 4.0/20 -4M Ea (1.027-
352.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 4.0/20 -4M Ea (1.071-
408.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 3.5/30 -4M Ea (1.027-
350.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 3.5/30-4 M Ea (1.071-
431.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/20-4SX Plus *EU 
(1.071-853.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/20-4 SX *EU-II (1.071-
854.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 13/20 -4s (1.071-801.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/20 -4S *AU (1.071-
803.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/15-4S (60Hz) *JP 
(1.071-808.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/15-4S (50Hz) *JP 
(1.071-807.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/15 -4S (50Hz) *JP 
(1.071-804.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/15 -4S (60Hz) *JP 
(1.071-805.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/20 -4S *EU-II (1.071-
802.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 13/20 -4SX (1.071-851.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/20-4 S *EU-II (1.071-
811.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/20-4 SX *EU-I (1.071-
850.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 13/20-4 s (1.071-800.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/20-4 S *AU (1.071-
806.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 13/20 -4SX *EU-II (1.071-
852.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 4.5/22 -4M Ea (1.071-
409.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 4.5/22 -4M Ea (1.027-
354.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 558 CSX *EU (1.170-
301.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 558 CSX ECO *EU 
(1.170-621.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 558 C ECO *KAP (1.170-
610.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 558 C ECO *EU (1.170-
601.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 558 C ECO *AU (1.170-
603.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 558 C ECO *CH (1.170-
602.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 558C-FLAMM *EU 
(1.170-114.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 6/10 C *GB (1.169-210.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 6/14 C (1.169-211.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 6/14 C *AU (1.169-216.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 6/12 C *GB (1.169-219.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 6/12 C *GB (1.169-213.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 6/10 C *GB (1.169-222.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 6/10-4 C Basic *GB 
(1.170-212.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 558 C *VEX (1.170-110.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 558 C *EU (1.170-101.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 5.0/30-4 S Eb (1.071-
625.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 5.0/30-4 S Ec (1.071-
626.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 5.0/30 -4S Ec (1.071-
609.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 5.0/30 -4S Eb (1.071-
608.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 4.5/22-4 M Ea (1.071-
428.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 5.0/30 (1.028-342.0)
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6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head
HDS 5.0/30-4S Eb (1.028-
341.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 558 C (1.170-113.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 558 C *CA (1.170-105.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 558 C *CH (1.170-102.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 558 C *BR (1.170-115.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 558 C *AU (1.170-103.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Cylinder head HDS 558 C (1.170-106.0)

6.362-
853.0

Gredzenblīve 4,47x1,78 Jet pipe T037 Adapter B (4.762-062.0)
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