
Hose Stop
With the end piece, the Kärcher Rain System® hoses and the soaker hoses can be sealed se-

curely. It is mounted at the end of the respective hose without the use of tools.

1

2

 Hose stop

 Secure end of the Kärcher Rain System® hose or the soaker hose.

 Ergonomically shaped

 Easy handling.
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TECHNICAL DATA AND EQUIPMENT

Hose Stop

Technical data
Order no.  2.645-233.0

EAN code  4039784919655

Max. pressure bar 4

Weight kg 0.03

Weight incl. packaging kg 0.05

Dimensions (L × W × H) mm 64 × 26 × 26

Equipment
Hose stops, large piece(s) 2



HOSE STOP
2.645-233.0
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Order no. Price Description

Automatic watering

SensoTimer ST 6 eco!ogic 1 2.645-213.0 
SensoTimer ST 6 Duo eco!ogic 2 2.645-214.0 
Kärcher Rain System®

Particle filter 3 2.645-225.0 
Pressure Reducer & Particle Filter 4 2.645-226.0 
Kärcher Rain System® hose 5 2.645-227.0 
Soaker Hose 6 2.645-228.0 

7 2.645-229.0 
T - Connector with Water Flow 
Regulation

8 2.645-231.0 

I - Connector 9 2.645-232.0 
Hose Stop 10 2.645-233.0 
Drip Nozzle 11 2.645-234.0 
Sealing Collar 12 2.645-235.0 
Micro Spray Nozzle 13 2.645-236.0 
Hose Spike 14 2.645-237.0 
Kärcher Rain Box 15 2.645-238.0 
Micro Sprayer Set 16 2.645-239.0 
Hose Connection Set 17 2.645-240.0 
Soaker Hose Set 18 2.645-241.0 
  Available accessories.     


