
Product information RM 806 ASF, NTA-free

HP wash,
RM 806 ASF NTA free

This concentrate has a broad dirt-dissolving range and 
removes the most stubborn road dirt, such as dust, oil, 
lubricating grease, insects, tree resin and mud. NTA free.
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Properties

■ Powerful high-pressure cleaning agent for vehicle washing
■ Dissolves even the hardest oil, lubricant, resin, mud and insect stains
■	 Effective	quickly
■	 Especially	productive
■	 Rapidly	separates	oil/water	in	the	oil	separator.
■	 Tensides	biodegradable	in	accordance	with	EEC	648/2004
■ NTA free

Areas:

Agriculture:
Transport	and	transportation	equip-
ment

Car dealership and garage: Car/engine	wash

Building Industry:
Transport	and	transportation	equip-
ment

Municipal: Car/engine	wash

Haulage contractors, bus oper-

ators:
Car/engine	wash

Self Service washing systems: Cars,	commercial	vehicles,	bicycles

Application

■ High-pressure washers
■	 Self	Service	washing	systems
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Part number
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Application:

High-pressure washers

■	 Apply	primary	mixture	with	fresh	water.
■ Set the dosage and temperature on the device
■	 1-80°C	processing	temperature.
■	 Clean	object,	working	in	overlapping	sections.
■	 Allow	to	soak.
■	 Reaction	time	max.	2	min.
■ Rinse surface well with clear water.

Self Service washing system

■	 Apply	primary	mixture	with	fresh	water.
■ Set the dosage and temperature on the device
■	 1-80°C	processing	temperature.
■	 Clean	object,	working	in	overlapping	sections.
■	 Allow	to	soak.
■	 Reaction	time	max.	2	min.
■ Rinse surface well with clear water.

Directions for use:

■	 Do	not	let	the	cleaning	solution	dry	out.
■	 Test	on	an	inconspicuous	part	for	material	compatibility.
■	 Do	not	apply	to	unpainted	or	damaged	light	metal	surfaces.
■	 Store	away	from	frost.

Further information:

■	 Material	Safety	Data	Sheet	(MSDS)

Dosage and yield:

Content: Cleaning method: Primary	mixture: Dosage: Contamination: Productivity:

1000	ml High-pressure washers 1+3 0.8-2	% medium 60	PKW

1000	ml Self	Service	washing	systems 1+3 0.8-2	% medium 60	PKW

Please contact us for more information: Kärcher UK Ltd

Kärcher	House
Brookhill	Way
Banbury
Oxon	OX16	3ED


